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EMERGENCY TELEPH?NE 312-391-9000 » e P
prODUCTCLASS  Solvent MANUFACTURERS COOE IDENTIFICATION
TrRaDENAME Electrostatic Solvent Reducer 000-002
f ‘ Section il — HAZARDOUS INGREDIENTS
INGREDIENT M ) PERCENT Tw LEL ’nvéspg‘ounns
[ 1] . mg/ M2
_ 220°C, mx
100 100 375 1.2 35

Toluene-Skin
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OISCLosen only ror Tue pun%oses
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Section il — PHYSICAL DATA
BOILING RANGE 232°F. VAPOR DENSITY HEAVIER. [ UGHTER.THANAIR
11°cC. S
EVAPORATION RATE FASTER - SLOWER. THAN ETHER ;sngUL?LAYILE 100 gflﬁg:‘PER 7. 2 lbs .

Sectlon IV — FIRE AND EXPLOSION HAZARD DATA

o
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o F (Closed cup) LEL See L

DOT CATEGORY Flammable Liquid FLASH POINT
OSHA -Flammable Liquid-Class 1B ‘ 7.2°C.
Use National Fire Protection Association Class B extinguishers

EXTINGUISHING MEDIA
(Carbon dioxide, dry chemical or foam)

UNUSUAL FIRE AND EXPLOSION HAZARDS Keep containers tightly closed. 1Isolate from heat,
electrical equipment, sparks and open flame. Closed containers may explode

when exposed to extreme heat. Do not apply to hot surfaces.

' SPECIAL FIRE FiGnTING PROCEDURES WA LETD Spray may be ineffective. Water may be used to cool
closed containers to prevent pressure build-up and possible auto igrition or

explosion when exposed to extreme heat. If water is used, fog nozzles are
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